
Lire attentivement toutes les mesures de sécurité avant 
l’installation. Conserver ces instructions pour référence future.

Mesure de sécurité
Ce produit à une prise polarisée (une lame est plus large que 
l’autre) afin de réduire les risques d’électrocution. Cette prise 
s’ajuste à une sortie polarisée seulement d’une façon. Si la prise 
de s’ajuste pas parfaitement dans la sortie, inverser la polorisaition. 
Si la prise de s’ajuste toujours pas, communiquer avec un électricien 
qualifié. Ne pas utiliser une rallonge avant que la prise ne soit 
complètement insérée. Ne pas modifier la prise.

Barres DEL
Attention :
Afin de réduire les possibilités d’incendie, d’électrocution ou de 
blessure :
• Débrancher le courant lors de l’installation.
• Utiliser des aggrafes ou des attaches en plastique isolés afin de 
sécurisé les cordes.
• Afin de réduire les risques d’électrocution et s’assurer du fonc

-tionnement adéquat, ce luminaire doit être correctement mis à la terre. 
• Ne pas encastrée l’installation au plafond ou dans les murs.
• Ne pas installer dans des armoires fermées.
• Le code d’électricité national ne permet l’utilisation de fils ratta
chés ou endommagés. Afin de prévenir les possibilités d’incendie, 
ne pas faire fonctionner où il est impossible d’examiner.
• Le filage devrait être inspecté de façon périodique afin de préve
nir les dommages ou l’usure inadéquate
• Ne pas regarder directement la lumière LEDDo not look directly 
at the lighted LED.
• Ne pas faire fonctionner la lumière s’il manque une lampe.
• Les lampes LED à l’intérieur du luminaire n’est pas échangeable.
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LED Strip Installation Instructions

Please read instructions completely before beginning installation. Save these 

instructions for future reference.

tant Safety Instructions

This product has a polarized plug (one blade is wider than the other) as a 

extension cord unless plug can be fully inserted. Do not alter the plug.

ry:
Disconnect power to the unit prior to installation. 
Use only insulated staples or plastic ties to secure cords.
Route and secure cords so that they will not be pinched or damaged when 
the cabinet is pushed to the wall.

face installation in enclosed cabinetry.
The National Electrical Code (NEC) does not permit cords to be concealed 
where damage to insulation may go unnoticed. T
cord where it may be inaccessible for examination. 
Cords should be inspected periodically for wear or damage.
Do not look directly at the lighted LED.
Do not operate lamp with a missing or damaged lens.

This product is designed to be mounted to the underside of a horizontal 
face such as the bottom of a cabinet or shelf.
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LED Strip Installation Instructions

Please read instructions completely before beginning installation. Save these 

instructions for future reference.

Important Safety Instructions

This product has a polarized plug (one blade is wider than the other) as a 

outlet only one way

extension cord unless plug can be fully inserted. Do not alter the plug.

Caution:

T ry:
Disconnect power to the unit prior to installation. 
Use only insulated staples or plastic ties to secure cords.
Route and secure cords so that they will not be pinched or damaged when 
the cabinet is pushed to the wall.

Not intended for surface installation in enclosed cabinetry.
The National Electrical Code (NEC) does not permit cords to be concealed 
where damage to insulation may go unnoticed. T
cord where it may be inaccessible for examination. 
Cords should be inspected periodically for wear or damage.
Do not look directly at the lighted LED.
Do not operate lamp with a missing or damaged lens.

Mounting:

This product is designed to be mounted to the underside of a horizontal 
surface such as the bottom of a cabinet or shelf.

(Figure 1)
Mark the position of the mounting holes according to the mounting hooks.
Pre-drill holes at marked locations and attach mounting hooks with wood 
screws (included) to horizontal surface.
For mounting onto surfaces other than wood, use suitable fasteners (not 
included).

rting into the mounting hooks. (Figure 2) (Figure 3)
Plug in power cord.

r. 
Do not link more than 20 units in a series.
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Installation:

Preparation
• Marquer la position dans troue à l’intérieur des crochet.
• Percer les trous à l’endroit indiqué et viser les crochets avec des vis 

• Consultez un électricien qualifié
• Afin de réduir les risques d’élétrocution, s’assurer que toutes les sources
de courant sont débranchées lors de l’installation

à bois (inclus) sur la surface horizontale.

1. Installer le luminaire à l’endroit désirer. 
Utiliser un crochet de montage  
pour suspendre la fixture. 

2. Installer le luminaire en l’insérant dans les crochets 3. Branchez le cordon 
d’alimentation

4. RELIEZ LES UNITÉS 
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